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CONTRACT NO. 62853
EXISTING LEGEND
EXIST PALATINE RD
1‘ (®) PORTLAND CEMENT CONCRETE PAVEMENT (10-INCH)
- 77" & VARIES i 77" & VARIES = BITUMINOUS CONCRETE SURFACE (2.5-INCH AND VARIES)
S | g (©) PORTLAND CEMENT CONCRETE BASE COURSE (9-INCH)
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(D BITUMINOUS MATERIALS (PRIME COAT)
EXISTING TYPICAL SECTION (@) PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH
PALATINE FRONTAGE ROADS (3) COMBINATION CONCRETE CURB AND GUTTER REMOVAL
STA 420+30 AND REPLACEMENT
STA 422490 (@) BITIUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE,
MIX “D”, N0 (1.5
(8) POLYMERIZED LEVELING BINDER (MACHINE METHOD)
SUPERPAVE IL-4.75, N50 (1)
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PROPOSED TYPICAL SECTION
PALATINE FRONTAGE ROADS
NOTE: THESE TYPICAL SECTIONS ARE INTENDED TO
STA 420+30 REPRESENT THE SCOPE OF OVERLAY ON THE
STA 422490 APPROACH PAVEMENTS.
ILLINOIS DEPARTMENT OF TRANSPORTATION
PALATINE ROAD UNDER WCRR, UNDER W. FRONTAGE RD.,
UNDER E. FRONTAGE RD. & UNDER WOLF RD.
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